Analysing the Spatial structure of the Street network to understand the Mobility pattern and Landuse - 

A case of an Indian city - Mysore by Pappu, Harcharan
Vol.11 n.2 August 2018
TeMA Journal ofLand Use, Mobility and Environment
Tema is the Journal of Land use, Mobility and Environment and offers 
papers with a unified approach to planning and mobility. TeMA Journal has 
also received the Sparc Europe Seal of Open Access Journals released by 
Scholarly Publishing and Academic Resources Coalition  (SPARC Europe) 
and the Directory of Open Access Journals (DOAJ).
The fragile/resilience city represents a topic that collects itself all the issues 
related to the urban risks and referred to the different impacts that an urban 
system has to face with. Studies useful to improve the urban conditions of 
resilience  are particularly welcome. Main topics to consider could be issues 
of water, soil, energy, etc.. 
THE RESILIENCE CITY / THE FRAGILE CITY.
METHODS, TOOLS AND BEST PRACTICES.
print ISSN 1970-9889 e-ISSN 1970-9870
University of Naples Federico II
TeMA Journal of Land Use Mobility and Environment 2 (2018) 
 
THE RESILIENCE CITY/THE FRAGILE CITY. 
METHODS, TOOLS AND BEST PRACTICES 
2 (2018) 
Published by 
Laboratory of Land Use Mobility and Environment 
DICEA - Department of Civil, Architectural and Environmental Engineering 
University of Naples "Federico II" 
TeMA is realized by CAB - Center for Libraries at “Federico II” University of Naples using Open Journal System 
Editor-in-chief: Rocco Papa  
print ISSN 1970-9889 | on line ISSN 1970-9870 
Licence: Cancelleria del Tribunale di Napoli, n° 6 of 29/01/2008 
Editorial correspondence 
Laboratory of Land Use Mobility and Environment 
DICEA - Department of Civil, Architectural and Environmental Engineering 
University of Naples "Federico II" 
Piazzale Tecchio, 80 
80125 Naples 
web: www.tema.unina.it 
e-mail: redazione.tema@unina.it
Cover Image by Maria Rosa Tremiterra of Am Sandtorkai, one of the main streets of HafenCity, a new district located on the waterfront of the City of Hamburg. 
HafenCity can be considered "a city in the city" and one of the most resilient urban areas in the world to the flooding events thanks to its urban redevelopment 
strategy.
TeMA Journal of Land Use, Mobility and Environment 
TeMA Journal of Land Use Mobility and Environment 2 (2018) 
TeMA. Journal of Land Use, Mobility and Environment offers researches, applications and contributions with a unified approach to planning and 
mobility and publishes original inter-disciplinary papers on the interaction of transport, land use and environment. Domains include: engineering, 
planning, modeling, behavior, economics, geography, regional science, sociology, architecture and design, network science and complex 
systems.  
The Italian National Agency for the Evaluation of Universities and Research Institutes (ANVUR) classified TeMA as scientific journal in the Area 
08. TeMA has also received the Sparc Europe Seal for Open Access Journals released by Scholarly Publishing and Academic Resources
Coalition (SPARC Europe) and the Directory of Open Access Journals (DOAJ). TeMA is published under a Creative Commons Attribution 3.0
License and is blind peer reviewed at least by two referees selected among high-profile scientists. TeMA has been published since 2007 and is
indexed in the main bibliographical databases and it is present in the catalogues of hundreds of academic and research libraries worldwide.
EDITOR IN-CHIEF 
Rocco Papa, University of Naples Federico II, Italy 
EDITORIAL ADVISORY BOARD 
Mir Ali, University of Illinois, USA 
Luca Bertolini, University of Amsterdam, Netherlands 
Luuk Boelens, Ghent University, Belgium 
Dino Borri, Polytechnic University of Bari, Italy 
Enrique Calderon, Polytechnic University of Madrid, Spain 
Roberto Camagni, Polytechnic University of Milan, Italy 
Derrick De Kerckhove, University of Toronto, Canada 
Mark Deakin, Edinburgh Napier University, Scotland 
Aharon Kellerman, University of Haifa, Israel 
Nicos Komninos, Aristotle University of Thessaloniki, Greece 
David Matthew Levinson, University of Minnesota, USA 
Paolo Malanima, Magna Græcia University of Catanzaro, Italy 
Agostino Nuzzolo, Tor Vergata University of Rome, Italy 
Rocco Papa, University of Naples Federico II, Italy 
Serge Salat, Urban Morphology and Complex Systems Institute, France 
Mattheos Santamouris, National Kapodistrian University of Athens, Greece 
Ali Soltani, Shiraz University, Iran 
ASSOCIATE EDITORS 
Rosaria Battarra, National Research Council Institute of Studies on Mediterranean Societies, Italy 
Luigi dell'Olio, University of Cantabria, Spain 
Romano Fistola, University of Sannio, Italy 
Carmela Gargiulo, University of Naples Federico II, Italy 
Thomas Hartmann, Utrecht University, Netherlands 
Markus Hesse, University of Luxemburg, Luxemburg 
Seda Kundak, Technical University of Istanbul, Turkey 
Rosa Anna La Rocca, University of Naples Federico II, Italy 
Houshmand Ebrahimpour Masoumi, Technical University of Berlin, Germany 
Giuseppe Mazzeo, National Research Council Institute of Studies on Mediterranean Societies, Italy 
Nicola Morelli, Aalborg University, Denmark 
Enrica Papa, University of Westminster, United Kingdom 
Dorina Pojani, University of Queensland, Australia 
Floriana Zucaro, University of Naples Federico II, Italy 
EDITORIAL STAFF 
Gennaro Angiello, PhD at University of Naples Federico II, Italy 
Gerardo Carpentieri, PhD at University of Naples Federico II, Italy 
Stefano Franco, PhD student at Luiss University Rome, Italy 
Rosa Morosini, PhD student at University of Naples Federico II, Italy 
Marco Raimondo, Engineer, University of Sannio, Italy 
Maria Rosa Tremiterra, PhD student at University of Naples Federico II, Italy 
Andrea Tulisi, PhD at Second University of Naples, Italy 
TeMA Journal of Land Use Mobility and Environment 2 (2018) 
TeMA
THE RESILIENCE CITY/THE FRAGILE CITY. METHODS, 
TOOLS AND BEST PRACTICES 
2 (2018) 
Contents 
5 171 EDITORIAL PREFACE
Rocco Papa 
FOCUS 
173 Urban commons: social resilience experiences that increase the value of urban systemGiulia Esopi 
195  Measuring Urban Resilience to Natural Hazard
Mehrnaz Molavi 
LAND USE, MOBILITY AND ENVIRONMENT
213 The Value of Urban Density
Fabio Hernandez Palacio, Sabrina Scherzer, Yngve Froyen 
231 Analysing the Spatial structure of the Street network to understand the Mobility pattern and Landuse - A case of an Indian city - Mysore
Harcharan Pappu 
247 REVIEW PAGESGennaro Angiello, Gerardo Carpentieri, Rosa Morosini, 
Maria Rosa Tremiterra, Andrea Tulisi 
Journal of 
 Land Use, Mobility and Environment
TeMA Journal of Land Use Mobility and Environment 2 (2018) 
TeMA Journal of Land Use, Mobility and Environment 
 
CALL FOR PAPERS: TEMA VOL. 11 (2018)  
The Resilience City/The Fragile City. 
Methods, tools and best practices. 
The fragile/resilience city represents a topic that collects itself all the issues related to the urban risks and 
referred to the different impacts that an urban system has to face with. Studies useful to improve the urban 
conditions of resilience (physical, environmental, economical, social) are particularly welcome. Main topics to 
consider could be issues of water, soil, energy, etc.. The identification of urban fragilities could represent a 
new first step in order to develop and to propose methodological and operative innovations for the planning 
and the management of the urban and territorial transformations. 
The Journal also welcomes contributions that strategically address the following issues: 
- new consideration of the planning standards, blue and green networks as a way to mitigate urban risks
and increase city resilience;
- the territorial risks and fragilities related to mobility of people, goods, knowledge, etc.;
- the housing issue and the need of urban regeneration of the built heritage;
- socio-economical behaviour and the “dilemma” about emergency and prevention economy;
- the city as magnet of the next future’s flows (tourism, culture, economy, migration, etc.).
Publishing frequency is four monthly. For this reason, authors interested in submitting manuscripts addressing 
the aforementioned issues may consider the following deadlines 
- first issue: 10th January 2018;
- second issue: 10th April 2018;
- third issue: 10th September 2018.
CALL FOR PAPERS: GENERAL CALL. 
Papers in Transport, Land Use and Environment 
The Journal welcomes papers on topics at the interdisciplinary intersection of transport and land use, including 
research from the domains of engineering, planning, modeling, behavior, economics, geography, regional 
science, sociology, architecture and design, network science, and complex systems 
TeMA Journal of Land Use, Mobility and Environment 
 TeMA 2 (2018) 231-246
print ISSN 1970-9889, e- ISSN 1970-9870 
DOI: http://dx.doi.org/10.6092/1970-9870/5652 
review paper received 27th June 2018, accepted 28th August 2018 
Licensed under the Creative Commons Attribution – Non Commercial License 3.0 
www.tema.unina.it 
How to cite item in APA format: 
Pappu, H. (2018). Analysing the Spatial structure of the Street network to understand the Mobility pattern and Landuse - A case of an Indian city - 
Mysore. Tema. Journal of Land Use, Mobility and Environment, 11 (2), 231-246. doi: http://dx.doi.org/10.6092/1970-9870/5652 
ANALYSING THE SPATIAL STRUCTURE 
OF THE STREET NETWORK TO 
UNDERSTAND THE MOBILITY 
PATTERN AND LANDUSE- A CASE OF 
AN INDIAN CITY - MYSORE 
HARCHARAN PAPPU 
Assistant Professor, Sri Venkateshwara College of Architecture, 
Hyderabad, India. 
e-mail: harcharanreddy@gmail.com
ABSTRACT 
Settlements grow and develop their unique spatial 
structure, subject to the factors (cultural, political, 
religious, etc.) influencing them. In course of time, the 
spatial structure starts influencing different aspects in 
the settlement like mobility, land-use, crime pattern, 
land values, etc. To understand the influences of spatial 
structure in a rational way, a scientific approach is 
required. So, space syntax techniques are chosen as the 
principal theoretical postulates for analysis, because of 
its quantitative and scientific approach. In this paper, 
an attempt has been made to analyse the spatial 
structure of the street network in an Indian city – 
Mysore – by a comprehensive application of space 
syntax techniques. The study has been conducted by 
breaking down the structure into components and by 
analysing the use of different measures, like integration 
and choice, using Depthmap software (Turner, 2012). 
The analysis is then related to the existing mobility 
pattern and land-use to construe how the spatial 
structure influences the mobility pattern and land-use. 
KEYWORDS: 
Spatial structure; Built environment; Urban street 
network; Mobility pattern; Space syntax; Patterns of 
movement. 
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1 INTRODUCTION 
Built environments are human-made space in which people live, work, and recreate on a day-to-day basis. 
They are purely the creations of humans, subject to the existing factors and influences at any given time. 
Thus, collectively, the products and processes of human creation are called ‘built environments’ (McClure, 
Bartuska & Bartuska, 2007). Mobility spaces in any built environment can be visualised in two parts: (1) The 
space in and around the building where movement is associated with that building. Here, mobility has no 
effect on its surrounding areas; (2) The pathways that are connecting different buildings, which are called 
‘streets’, form the basis for mobility from one building to another (City Form Lab, 2012). These individual 
streets are then connected to one another to form a network called ‘street network’ of the built environment. 
This street network forms the base in deciding the mobility pattern of a settlement. Movement is the essence 
of any settlement, and it creates the dense patterns of human contact (Tim Stonor, 2011). Patterns of 
movement and space use are fundamentally influenced by the configuration of space and by the location of 
activity generators and attractors (Space Syntax, 2011), and are also…shaped by the geometry of the street 
network, which, in turn, shapes the patterns of land-use. Patterns of crime and of land value are similarly 
affected (Tim Stonor, 2009a).  So, there is a need to understand the inherent and composite relationships 
between ‘street network’ and ‘pattern of movement’. Historic cities organise themselves (by) mixing land-uses 
in a natural way that people understand intuitively (Tim Stonor, 2010). Mysore is one of such cities which have 
physical, cultural, social, political and religious factors influencing the spatial structure of the settlement. 
According to Mysore Urban Development Authority, Mysore is the second largest city in the State of Karnataka, 
India, with a population of more than 8 million, as per the 2011 census (MUDA, 2016a). It was the State 
capital and headquarters of the Princely State of Mysore (1399-1950). The city, built at the foot of the 
Chamundi Hill, boasts of natural and built heritage. The city’s focal point for its punctilious planning and 
proportionate axis is the Ambavilas Palace which is the most magnificent and imposing building in Mysore. 
The well-defined central axis and long boulevards radiating from it are one of the finest examples of meticulous 
planning of those days (MUDA, 2016a). 
Lack of scientific study of the urban street network creates a huge gap in understanding the relationship 
between form-mobility-landuse, and their impact on patterns of movement, land-use, land values, crime 
pattern, safety and spatial expansion. Streets with high mobility create points of land-use attractions since 
they attract more mobility and add more traffic to the existing ones, thereby generating a variety of problems 
related to congestion and mobility. Generally, problems arise with streets of lesser width attracting greater 
volumes of movement. In order to accommodate high volumes of mobility, these streets need to be widened; 
however, widening of the narrow streets may not be the solution in every case. In the case of fully-developed 
urban precincts/areas, road widening may not be a feasible solution because of physical, economic, political 
or historical constraints. So, here, there is the need to explore alternative solutions like flyovers or underpasses, 
etc., which are again major issues to consider. But, in newly-developing or partially-grown urban areas, 
anticipating high mobility on certain streets and, consequently, widening them and developing the related 
infrastructure, like parking facilities, etc., to meet future needs, will genuinely help in solving the problems 
arising from greater mobility. Restructuring the street network with necessary connectivity or detachments of 
streets might be a solution to change the preference for certain routes, but this has its own problems 
(Parthasarathi, 2014). 
‘Space syntax has the ability in capturing the trends of vehicular travel demands merely by analysing roadway 
accessibility embedded in urban morphology’ (Penn et al., 1998; Karimi and Mohamed, 2003; Dawson, 2003, 
and many others). Research shows that 60-80% of the movement flows are due to the structure of the 
network, measured by spatial accessibility (Tim Stonor, 2014). Human movement was spatially guided by 
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geometrical and topological rather than metric factors (Hillier & lida, 2005). Lower movement-sensitive land-
uses locate around the corner, higher movement-sensitive land-uses locate on movement-rich streets (Hillier 
& Vaughan ,2007). As cities evolve, land-uses exploit spatial accessibility (Tim Stonor, 2009b). Streets with 
high choice value will tend to attract higher mobility than the streets with less choice value, irrespective of the 
width of the road. This is due to the syntactical position of streets in the street network. 
2 STUDY AREA 
The study area shown in Figure 1 (MUDA, 2016b) includes Mysore city – an area of about 150 sq km. It 
includes the old city and the new neighbourhood extensions. To understand the evolution of the city in a better 
way, the spatial structure of Mysore city has been studied by collecting maps of the city as it was in 1865 
(Karnataka Archives, 1865), 1897 (Rice. & B. Lewis, 1897), 1930 (Parsons & Constance, 1930) and 1976 
(MUDA, 2016a). 
Fig. 1: Study Area 
2.1 GROWTH OF MYSORE CITY FROM 1865 TO 2016 
Fig. 2: Mysore City Map in 1865  Fig. 3: Mysore City Map in 1897  
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Fig. 4: Mysore City Map in 1930 Fig. 5: Mysore Land-use Map in 1976 
3 METHODOLOGY 
The adopted methodology includes: 
− To calculate the integration and choice graphs of the urban street network, using space syntax
techniques;
− To investigate and analyse these graphs with the existing mobility and land-use;
− To determine the inter-relationship between the structure of the street network, mobility and land-use.
Space syntax is a set of techniques for analysing spatial layouts and human activity patterns in urban areas.
It is also a set of theories linking space and society. Space syntax addresses where the people are, how they
move, how they adapt, how they develop, and how they talk about it. (UCL Space Syntax,2017). It helps in
explaining the relationship between the built environment and human behaviour. Depthmap is a software
platform originally developed by Alasdair Turner at University College London (UCL) to perform a set of spatial
network analyses designed to understand the social processes within the built environment (Space Syntax
Network, 2017). Depthmap can demonstrate the spatial configuration of the street network in the vocabulary
of Graphs and Data which makes it easy in interpreting the street network.
The integration and choice graphs of the urban street network of Mysore city are calculated using Space
Syntax techniques in Depthmap software.  Integration is a normalised measure of distance from any space of
origin to all others in a system. In general, it calculates how close the origin space is to all other spaces, and
can be seen as the measure of relative asymmetry (Hillier, B. & Hanson, J., 1984).
Choice measures how likely an axial line or a street segment it is to be passed through on all shortest routes
from all spaces to all other spaces in the entire system or within a predetermined distance (radius) from each
segment (Hillier et al.,1987). The integration and choice graphs generated are then investigated and
analysed with the existing mobility and land-use. This helps in understanding the impact of street network on
mobility pattern and land-use in a rational way. With the empirical study carried out, the inter-relationship
between the structure of the street network, mobility and land-use can be established.
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Integration and Choice Graphs of Mysore city from 1865 to 2016. 
Fig. 6a: Integration - 1865 Fig. 6b: Choice - 1865 
Fig.6a and Fig.6b show the Integration and Choice Graphs of Mysore City during 1865. The settlement started 
around the palace. Roads spread out in all four directions from the palace and they formed the initial base for 
the street network of the city. 
Fig. 7a: Integration - 1897 Fig. 7b: Choice – 1897 
Because of the Chamundi Hill on the south-east side, the city started growing towards the north and the west. 
Many public buildings, agraharas, and mohallas were constructed in the northern and western sides of the 
palace; so, roads leading towards these directions gained importance because of high choice and strong 
integration values (Fig.7a and Fig.7b). 
4 RESULTS
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Fig. 8a: Integration - 1930 Fig. 8b: Choice – 1930 
Since the city is landlocked on the south-eastern side, it started growing towards the northern side with new 
extension layouts, but no such expansion is seen towards the southern or western sides (Fig.8a and Fig.8b). 
Fig. 9a: Integration – 1976  Fig. 9b: Choice – 1976
Distinguished precincts were apparent by the streets with high integration to low integration value. The 
adjacent precinct towards the north of the palace has high integration value (Fig.9a). Hence, this precinct 
became the centre for many commercial and retail activities of the city, leading to formation of the Central 
Business District (CBD) of the city. Roads connecting the different precincts gained high choice value (Fig.9b) 
and gave the basis for the future direction of growth. 
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Fig. 10a: Integration Graph of Mysore City in 2016 Fig. 10b: Choice Graph of Mysore City in 2016
In 2016, the precinct located towards the north of the palace (which formed the base for the CBD) lost its 
high integration value as the city expanded (Fig.10a). So, the CBD area is not the most integrated area in the 
city. It seems that the integration power of the CBD area had slowly shifted towards the north-west side of 
the palace. The area is named as Centre C1. It includes the neighbourhoods of Vanivilas, Jaylakshmipuram, 
and Gokulam 2nd Stage area (Fig.10a and Fig.10b). 
5 DISCUSSIONS 
5.1  CBD AREA 
The city started growing from this place. During the 1970s, the CBD area was the most integrated part of the 
city, but by 2016, the average integration value of the streets in the CBD had gone down (Fig.10a). However, 
it still retained its commercial land-use (Fig.11c) because of the previously established activities and the 
mobility pattern. 80% of the commercial land-use in the CBD area concentrated mainly on a few roads (Fig.11c 
and Tab.2). 
The level of relative integration power percentage to that of the city can be calculated in the following way: 
Percentage of Relative Integration Power of CBD = !"#$%&#	()*#&$%*+,)	,-	./0!"#$%&#	()*#&$%*+,)	,-	1)*+$#	.+*2 	3	100  [1] 
The average integration power of the CBD with that of the city was 14.8% stronger than the city in 1976, 
while in 2016, it was only 4.8% stronger (Tab. 1). This is because, as the city expanded, the structure of the 
street network changed; and hence, the lower integration power. 
YEAR AVERAGE INTEGRATION VALUE IN 2016 AVERAGE INTEGRATION VALUE IN 1976 
CBD Area 4449 2596 
Centre 1 5436 2288 
Entire City 4244 2262 
Tab.1: Integration values in 1976 and 2016 
High Value  Low Value 
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Much of the interior parts of the CBD area still have residential land-use (Fig.11c). This is because the interior 
roads are not much integrated with the street network, (Fig.11a) which makes accessibility difficult. The major 
commercial activities are happening on roads listed in Table 2 which have high integration and choice value. 
Apart from the few public and semi-public land-uses, 80% of the land abutting these roads have commercial 
land-use. 
Fig. 11a: CBD Integration Graph Fig. 11b: CBD Choice Graph 
Fig. 11c: CBD Land-use Map (MUDA, 2016c) Fig. 11d: CBD Circulation Map (MUDA, 2016b) 
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STREETS INTEGRATION VALUE CHOICE VALUE MAJOR LAND-USE 
1 Irwin Road 5671 1.84938 6	107 Commercial 
2 Sawday Road 5333 5.15944	6	108 Commercial 
3 Ashoka Road 5383 5.15742 6	108 Commercial 
4 Sayyajirao Road 5221 8.33283 6	109 Commercial + public & semi-public land-use 
5 JLB Road 5167 1.28762 6	107 Commercial + public & 
semi-public land-use 
6 Dewan Road 5626 1.50939 6	108 Commercial 
7 Chamrajanagar 
Double Road 
5239 2.36761 6	108 Commercial 
Tab.2: Integration Value, Choice Value and Land-use of important roads in CBD during 2016 
5.2  CENTER 1 
The most integrated area in the city, Centre C1 (Fig. 10a), has a much higher integration value than that of 
the CBD area. By 2016, it is 22% more integrated than the CBD area, which made it the most accessible centre 
from anywhere in the city (Fig. 10a and Tab.1). It has three strong choice routes (Fig.12b) passing through 
it. They are the Gokulam Road, the Maternity Road and the Kalidasa Road. 
Fig. 12a: Centre C1 Integration Graph Fig. 12b: Centre C1 Choice Graph 
The average integration of Centre C1 area was only 1% higher than that of the average integration value of 
the entire city in 1976, but in 2016 it was 28% higher, which is a very steep jump in value (Tab.1). This implies 
that the structure of the street network of this area (Centre C1) is strongly integrated with the rest of the city. 
The proposed intermediate ring road and two radial roads also passes through this area (Fig 12d). Because of 
the high integration power of this area, around 50% of which is under residential land-use at present (Fig.12c), 
it has the potential to attract more mobility and thereby get transformed to a movement-sensitive land-use in 
future. 
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Fig.12c: Centre C1 Land-use Map (MUDA, 2016c) Fig.12d: Centre C1 Circulation Map (MUDA, 2016b) 
6 THEORY TO PRACTICE 
Kumbar Koppal Road and Tenali Rama Road are good examples to demonstrate how the syntactical position 
of streets in the street network affects mobility and land-use. In the proposed Master Plan Report of Mysore 
2031, Kumbar Koppal Road is not marked as an important road (MUDA, 2016 c) while Tenali Rama Road is 
marked as such, although actual mobility and land-use speak differently (Tab.4 and Tab.5). 
Kumbar Koppal Road which has 10% higher integration value and 10% higher choice value than Tenali Rama 
Road, has 67% more mobility volume (Tab.3). The land-use of Kumbar Koppal Road has 80% commercial, 
and 20% public and semi-public land-use, while Tenali Rama Road has 20% commercial and 80% residential 
land-use (Tab.4 and Tab.5). 
The comparative analysis of Kumbar Koppal Road and Tenali Rama Road: 
KUMBAR KOPPAL ROAD TENALI RAMA ROAD 
Integration Value 5,047 4,580 
Choice Value 1.93879 6	108 1.91876 6	109 
Average Road Width (in metres) 15 21 
Mobility Volume (Motor Vehicle Count) 5000 (approx.) 3000 (approx..) 
Major Land-Use Commercial Residential 
Tab.3: Comparative Analyses of Kumbar Koppal Road and Tenali Rama Road 
H. Pappu - Analysing the Spatial structure of the Street network to understand the Mobility pattern and Landuse - A case of an Indian city - Mysore 
242 - TeMA Journal of Land Use Mobility and Environment 2 (2018)  
INTEGRATION CHOICE 
LAND USE CONNECTIVITY 
Tab.4: Kumbar Koppal Road’s Integration Graph, Choice Graph, Land-use Map and Connectivity Map (MUDA, 2016b and MUDA 2016c) 
INTEGRATION CHOICE 
LAND USE CONNECTIVITY 
Tab.5: Tenali Rama Road’s Integration Graph, Choice Graph, Land-use Map and Connectivity Map (MUDA 2016b and MUDA 2016c) 
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Fig. 13a: Traffic at Kumbar Koppal Road, Mysore. May 18, 2016 Fig. 13b: Traffic at Tenali Rama Road, Mysore. May 18, 2016 
7 CONCLUSION 
The structure of the street network influences humans to take up the choicest route to reach their destinations. 
The choicest route is decided on the basis of the syntactical position of the streets in the street network. 
Hence, it can be concluded that the structure of the street network has an immediate effect on the mobility 
pattern and the land-use. This is confirmed by the above study and analysis. Two roads, Kumbar Koppal Road 
and Tenali Rama Road, each with a different syntactical position on the street network of Mysore, have 
different land-use and mobility. 
In any city, a precinct with strong integration power with the rest of the city, potentially becomes the centre 
for business activities. This is generally observed in many historical cities, where the Central Business District 
(CBD) witnesses high mobility and business activity. But, as and when the city expands, with consequent 
change in the structure of the street network, the preferable destination will also get altered, thereby creating 
new precincts as the most preferable destinations because of their higher integration value. This phenomenon 
can potentially affect the mobility pattern and the land-use. It is evident from the above study that the CBD 
area, which was once the most integrated area in the city, lost this position to Centre C1 as the city started 
expanding. 
It can, therefore, be safely concluded that a scientific analysis of the spatial structure of the street network 
using space syntax techniques, helps in understanding the influence of street network on mobility pattern and 
land-use. 
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